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Hydraulik Magnet | Hydraulik - Magnet 

for Excavators from 5 ~ 55 t | für Bagger 5 ~ 55 t
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A B C D E F G H I
1*) 2*) - - - - - - - - - 7*) 8*) 9*) 10*) 11*)

Kg t mm mm mm mm mm mm mm mm mm kN l/min/max bar AC

AHM-70-6Z5 960 8-15 700 680 495 950 520 1400 600 180 630 6 60 120 AC09 M30

AHM-80-8Z5 1250 14-24 800 760 495 880 580 1500 510 180 630 8 70 140 AC09 M30

AHM-100-8Z5 1550 18-32 1000 960 495 960 580 1700 500 180 630 8 70 140 AC09 M30

AHM-125-10Z5 2300 22-40 1250 1150 650 980 730 2000 500 180 790 10 80 150 AC09 M30

AHM-140-15Z5 2300 30-55 1400 1320 650 980 1050 2200 500 180 790 15 80 150 AC09 M30

AHM-SERIE 
Hydraulik Magnet | Hydraulik - Magnet 
for Excavators from 5 ~ 55 t | für Bagger 5 ~ 55 t

1*) WEIGHT, without bracket  / GEWICHT ohne Kopfplatte | 2*) APPLICABLE EXCAVATOR / GEEIGNETER BAGGER | 7*) POWER/ LEISTUNG | 8*) WORKING OIL FLOW / ÖLFLUSS | 9*) SET PRESSURE / EINSTELLDRUCK | 10*) HOLE PATTERN / LOCHMUSTER | 11*) BOLT SIZE / 
SCHRAUBENGRÖSSE
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