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Technical sPecifications 01/2020 I

NEDERLANDS | DEUTSCH B encuisH =F=| Francais N BLTB-210
WERKGEWICHT BETRIEBSGEWICHT WORKING WEIGHT POIDS EN ORDRE DE MARCHE kg | 6525
SLAGWERK LENGTE SCHLAGWERKLANGE CYLINDER LENGHT LONGUEUR SYSTEME DE FRAPPE mm 2578
TOTALE LENGTE TOTAL LANGE TOTAL LENGTH LONGUEUR TOTALE mm | 4345
OLIE DEBIET OLMENGE REQURIED OIL FLOW DEBITDHUILE limin | 360-450
WERKDRUK BETRIEBSDRUCK WORKING PRESSURE PRESSION DE TRAVAIL kglem? | 180-200
SLAGEN PER MINUUT SCHLAGFREQUENZ IMPACT RATE COUPS / MINUTE bpm | 90-150
BEITEL DIAMETER WERKZEUGDURCHMESSER | CHISEL DIA DIAMETREDOUTIL mm | 210
BEITEL LENGTE MEISSEL LANGE CHISEL LENGHT LONGUEUR DOUTIL mm | 1900
SLANG AANSLUITING SCHLAUCH ANSCHLUSS | HOSE DIA CONNECTION TUYAUX inch | 112
ZUIGERACCUMULATOR DRUK KOLBENSPEICHER DRUCK BACK HEAD PRESSURE PRESSION PISTON ACCUMULATEUR kg/cm? 22-25
ACCUMULATOR DRUK AKKUMULATOR DRUCK ACCUMULATOR PRESSURE | PRESSION ACCUMULATEUR kg/cm? 50-55
GRAAFMACHINE KLASSE | BAGGERGROSSE APPLICABLE EXCAVATOR | ENGIN PORTEUR CLASSE ton | 65-100
SLAGKRACHT SCHLAGENERGIE IMPACT POWER FORCE DIMPACT J| 22000
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